
Backing Overview 

AFFIXX™ Hardback Tile 

Bentley PremiumTM Nylon Fiber
premium branded nylon 6,6 or nylon 6 tufted 
pile yarn with up to 75% recycled content.

Non-Woven Primary Stabilizer 

contains up to 25% recycled content and 
enhances dimensional stability.

High-Performance Pre-Coat 

increases yarn bundle encapsulation and tuft 
lock providing clean tile edges. Contains up to 64% 
recycled content.

Thermoplastic Adhesive 

bonds carpet to the secondary backing, contains 
up to 65% recycled content and is PVC free.

Non-Woven Fiberglass Stabilizer 

provides superior dimensional stability. 

Thermoplastic Laminate 

contains up to 65% recycled content and is PVC free.

AFFIXX Bonding Stabilizer 

specifically designed to act as the loop portion of the system in 
conjunction with Velcro® Brand Tabs for AFFIXX Hardback Tile 
acting as the hook portion, providing an adhesive free system. 

Recycled Content 

AFFIXX™ Hardback Tile backing structure 

contains up to 23% pre-consumer and 

42% post-consumer recycled content. See 
specification sheet for individual product 
recycled content.

Sustainability 

Warranty 

15-year warranty for problems associated 
with edge ravel, delamination, and tuft bind.
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• Cradle to Cradle Certified® Silver
• NSF® 140 Platinum Certified
• CRI Green Label Plus (GLP) Certified
• ILFI Declare Label Red List Approved
• Environmental Product Declaration (EPD) - 3rd Party Verified
• Health Product Declaration (HPD) - 3rd Party Verified

Velcro® Brand Tabs - Adhesive Free Installations 

• CRI Green Label Plus Certified
• Meets SCAQMD Rule 1168 < 50 g/L

Adhesive:  Healthbond 2399 - Glue Down Installations




